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WU 22S ROLL 
 

WU 15S BLACK 

WU 15S FLAT 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

30g adhesive steel weight bar ,  
zinc-coated.  
Width: 19 mm, height: 2.5 mm.  
With NORTON adhesive strip  

Size/ Weightt 
Art.No. Batch 

30g 0711510030 100 

60g adhesive steel weight bar,  
double coating, zinc-coated and black painted.  
Width: 19 mm, height: 4 mm.  
With NORTON adhesive strip,  
OEM quality.  
Adhesive strip provides optimum compensation 
between the rim radius and the weight.  
Residue-free removal. 

Size/Weight 
Art.No. Batch 

60g 0711520060 50 

5 kg adhesive steel weight bar,  
double coating, zinc-coated and painted.  
Width: 19 mm, height: 4 mm.  
With NORTON adhesive strip,  
OEM quality.  
Adhesive strip provides optimum compensation 
between the rim radius and the weight.  

Residue-free removal. 

Size/Weight 
Art.No. Batch 

5 kg 0712205000 1 

ADHESIVE CAR WHEEL WEIGHTS  
 
Adhesive car wheel weights for special applications 
 
Banner also has adhesive wheel weights for special applications in rolls and flat and black rim versions. 
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WU 15S WITH EXTRA STRONG ADHESIVE STRIP 

WU 18 FOR MOTORCYCLES  
 

WU 17 FOR MOTORCYCLES 

 
 
 
 
 
 
 
 
 
 
 
 

Adhesive wheel wight bar  with high 
heat resistance (max. + 180°C) 
in 5 and 10 g units. 
Height: 5 mm. 
 

Size/weight 
 
Art.No. 

 
Batch 

60g 8600060 50 

Adhesive wheel weight bar  with high 
heat restistance (max. + 180°C) 
in 5 und 10 Gramm units. 
Höhe 4 mm. 
 

Size/weight 
 
Art.No. 

 
Batch 

60g 8620060 50 

60g adhesive, steel weight bar, 
double coating, zinc-coated and painted. 
Width: 19 mm, height: 4 mm. 
With NORTON adhesive strip, 
OEM qualityt. 
Adhesive strip provides optimum 
compensation between the rim radius and the 
weight.  
Residue-free removal. 

Size/weight 
 

Art.No. 
 

Batch 

60g 0711500060 50 

MOTORCYCLE WHEEL WEIGHTS  
 
     Adhesive motorcycle wheel weights   
 
      Riding safety and optimum performance on two wheels with Banner wheel weights! 
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WU 31 FOR STEEL TRUCK RIMS  

WU 36B FOR LIGHT METAL TRUCKS RIMS  

 
 
 
 
 
 
 
 
 
 
 

Adhesive truck wheel weight for all light metal 
rims  
With pre-formed radius, powder-coated. 
Material: lead  
 

Size/weight 
 
Art.No. 

 
Batch 

50g 09361050 25 

75g 09361075 25 

100g 09361100 25 

125g 09361125 25 

150g 09361150 25 

175g 09361175 25 

200g 09361200 25 

250g 09361250 25 

300g 09361300 25 

Impact truck wheel weight for tapered rims 
from 22.5 x 6.75 bis 26.5 x 12 inch. 
Material: lead 
 

Size/weight 
 
Art.No. 

 
Batch 

50g 09310050 25 

75g 09310075 25 

100g 09310100 25 

150g 09310150 25 

200g 09310200 25 

250g 09310250 20 

300g 09310300 15 

350g 09310350 10 

400g 09310400 10 

TRUCK WHEEL WEIGHTS 
 
Lead truck wheel weights  
 
Banner truck wheel weights for steel rims and adhesive wheel weights for light metal rims help to reduce 
tyre, shock absorber and bearing wear and thus cut fuel consumption and save costs.   
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RUBBER VALVE WITH CHROME SLEEVE 
 

3-part, high-speed valve insert 
Up to 4.5 bar opening pressure, TÜV-tested 
Art.No.: 1010001910 
Batch:  

RUBBER VALVES 
 

3-part, high-speed valve insert 
Up to 4.5 bar opening pressure, TÜV-tested 
 
Type 412 Art.No. 1010001900 
Type 413 Art.No. 1010002000 
Type 414 Art.No. 1010002100 
Type 418 Art.No. 1010002200 
Batch: 100 

VALVE CAPS 
 

Valve caps for VG 8 thread  
Type: black valve cap  Art.No. 1010003000 
Type: yellow valve cap Art.No. 1010003100 
Type: green valve cap Art.No. 1010003200 
Type: red valve cap  Art.No. 1010003300 
Type: chrome valve cap Art.No.  1010003500 
Batch: 100 

VALVE CORE WRENCH 
 
 

Art. No.: 1010004010 
Batch: 1 
 

VALVE INSERTION TOOL   
 

Valve insertion tool for the safe installation of snap-in tyre valves  
Art. No.: 1010004000 
Batch: 1 
 

 
 
 
 
 
 
 
 

 
 
 
 

 

VALVES AND ACCESSORIES 
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WU 71 SPRING LEVER
 

Spring lever for the removal of wheel weight clips    
Art.No.: 0971000101 
Batch:   1 

KNIFE FOR ADHESIVE WEIGHTS 
 

 

Knife for precise adhesive weight cutting  
von Klebegewichten 
Art.No.: 0977000101 
Batch:   1 

WU 70 SPECIAL 
 

Special pliers for zinc wheel weights  
 

Art.No.: 0970000110 
Batch :  1 
 

WU 22 CUTTING AND ROLLING DEVICE 
 
 

For the unrolling and cutting of adhesive weight rolls 
For wall mounting, stand foot optional (0978000110) 
Art.No.: 0978000100 
Batch:   1 

WU 70 
 

Standard wheel weight mounting pliers 
Art.No.: 0970000101 
Batch:   1 
 

ASSEMBLY PASTE  
 

5 kg container, temperature-resistant from 
-20 bis +50°C, excellent assembly characteristics, 
particularly for light metal rims. 
Art.No.: 1000000300 
Batch: 1 

 
 
 
 
 
 
 
 

 
 
 
 

 

TOOLS AND ACCESSORIES 




